
IMPORTANT NOTE: The Operating System MUST be .
Separate instructions are available for Windows 7 32 bit operating systems.

Windows 7 64-bit

1. Turn the PC on, and press F8 on your keyboard when the bios screen shows (before the Windows
logo). This will show you a number of Advanced Boot Options. Go down to

and press [enter] on your keyboard. Windows will continue loading as normal.

2. Install the laser software on the Windows 7 64-bit PC as normal, allowing it to keep all default settings.
The software is located on your disk. Only proceed once the software has fully installed.

3. Right click the Easycut/Lasercut icon on the desktop, select: Properties > Troubleshoot Compatibility.
Select: Run as windows XP service pack 2 Run as administrator.
Apply these settings for all users - the software needs full rights to run correctly.

4. Plug in the software USB dongle. If needed, point it to the Dog Driver on the laser software disk to
install the necessary drivers. You can check if there is an issue by going to Start > Control Panel .
Device Manager, and checking for any errors or warnings.

5. Extract the file and then run the executable file ( ).

6. Re-connect the laser machine to the PC, and turn on the laser machine. When advised that new
hardware has been found, point to the “card” location on the laser software disk to install the necessary
drivers if required.

5. You are now ready to run the laser software as normal.

Disable driver signature
enforcement

DRIVER_win7_64bit.rar LTSetupUSBDrv.exe

If you have any questions, please call CTR on 0844 800 4727.

NOTE: if your software has been run previously on a computer, complete this step:

syscfg.ini
Go to the C drive of the PC which has been running your laser and locate the Easycut/Lasercut folder.
Copy the file from the root of this folder and use this file to replace the default syscfg.ini file
in the Easycut/Lasercut folder on the new Windows 7 64-bit PC (located in the C drive).

and

You must comply with the following three steps BEFORE beginning this process.
1. Turn off the laser machine and PC.
2. Disconnect the laser machine from the PC.
3. Remove the USB software dongle from the PC.
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You must allow each step to be fully completed before proceeding to the next instructions.


